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Applications: clubs, KTV

CSS1310/ 98 Specifications (10")

System: Three Frequency Crossover Five Drivers

CSS 13 ]_O/ 98 Woofer: 10" ®50mm voice coil

. Superb Sound Quality Tweeter: 3"x4 paper cone
clubs,KTV

The sound dispersion, three- Nominal Impedance: 8Q
dimensional sense and envelopment are

. Freq Range: 40Hz~20KHz/-10dB
good. The frequency is smooth and the

sound is full and bright. Freq Response: 45Hz~18KHz/-3dB
", Sensitivity:90dB/W/m
10
- Diligent Material Selections Maximum SPL: 112db/118dB (peak)
The cabinet is durable, solid and thick, Crossover Point: 1.2KHz

without resonance. Complete coupling
technology can be used to predict
coverage. Rated Power: 180W

Box Material: HDB

Program Power: 360W

Peak Power: 720W

Color: Black

Weight: 12KG/PC

Dimension: 525x297x312mm

PHILIPS




Wﬁ{:{i&: i

PHILIPS ' / MUY \ Philips Entertainment Audio

CSS1310 /98 speak er adopts the system of three frequency crossover
four drivers. The sound dispersion, three-di mensional sense and
envelopment of sound are good. The frequency is smooth and the
sound is full and bright

Woofer: 10”x1 Tweeter: 3"x4 Rated Power . 180W

CSS1310/98
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