
HD 12-A MK5
ACTIVE TWO-WAY SPEAKER

DESCRIPTION

HD 12-A mk5 active speaker boosts 
performance with a high-power professional 
12" woofer and a 1.4" HF driver, a 1400W 2ch 
Class-D amplifier, and innovative FiRPHASE 
and Bass Motion Control processing. Vocals 
are natural, the sound is clear at long 
distances, SPL power is stable at very high 
levels. The strength of HD series speakers 
comes from decades of experience building 
gear for the touring industry, equipping this 
compact cabinet with power and reliability 
expected for life on the road. Elegantly 
designed, the lightweight polypropylene 
cabinet with internal reinforcement offers 
maximum strength. The speaker also includes 
a steel pole mount, threaded inserts for 
rigging, and rubber handgrips. D-LINE offers 
working DJs and musicians professional 
sound designed with music in mind.

FEATURES

• 130 dB Max SPL
• 1400 Watts 2-way amplifier
• DSP Processing with FiRPHASE and Bass Motion Control
• 1.4” HF driver
• 12” woofer, high power, 2.5” voice coil
• 90° x 60°, wide dispersion constant directivity horn
• Silent Fan-less Class-D Amplifier
• Mylar/Ferrite driver - Kapton former coil
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ACCESSORIES

AC PMA - POLE MOUNT
PART NUMBER 13360034
EAN:  8024530007713

AC PM-M20
PART NUMBER 13360067
EAN:  8024530014599

AC PMX POLE MOUNT M20
PART NUMBER 13360232
EAN:  8024530010058

AC PRO-FS PROFESS. LOCKING FLOOR STAND
PART NUMBER 13360109
EAN:  8024530006471

AC PRO-PM PROFESS. LOCKING POLE MOUNT
PART NUMBER 13360110
EAN:  8024530006488

COVER CVR HD 12-32
PART NUMBER 13360209
EAN:  8024530010720

HORIZONTAL BRACKET H-BR 2X HD 12-32
PART NUMBER 13360216
EAN:  8024530011741
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