
SE215
• Single Dynamic MicroDriver for Detailed Sound 
 with Enhanced Bass

•  Detachable Cable with Wireform Fit

• Sound IsolatingTM Design  

• Incl. different Sleeves for Superior Fit 
 and Comfort  

sound isolating™ earphones



Included Accessories

3 pair Foam Sleeves (S, M, L)
3 pair Soft Flex Sleeves (S, M, L)
Soft-Zip Carrying Case
Cleaning Tool

Stocking Details

English/German/Italian
Clear: SE215-CL-E
UPC: 042406196963

Translucent Black: SE215-K-E 
UPC: 042406196901 

English/French/Spanish
Clear: SE215-CL-EFS 
UPC: 042406196970

Translucent Black: SE215-K-EFS
UPC: 042406196918 

Package Description 

Individual (Window box with flap)
Weight: 160 g
Size: 178 mm x 76 mm x 51 mm

Master Carton
Weight: 1.4 kg
Size: 406 mm x 229 mm x 102 mm

Detailed Sound with Enhanced Bass
Single Dynamic MicroDriver
The SE215 features a Single Dynamic MicroDriver,   
delivering detailed sound quality with enhanced bass. 

Sound Isolating Design
Sound Isolation technology prevents outside noise from 
interfering with your audio experience, weather on-stage or on- 
the-go.

Unmatched Personalisation and Comfort
Ergonomic, Professional Design
- Lightweight, low-profile shape with optimised nozzle       
 angle is designed to rest comfortably in the ear.

Fit Kit
- Soft, flexible sleeves in multiple shapes and sizes gently 
 contour to your ears.

- Carrying case also included.

Detachable Cable with Wireform Fit
- Durable Kevlar® reinforced cable allows easy
 replacement or customisation. 
- Formable wire ensures secure placement, and 
 over the ear configuration keeps cables out of the way.

- Gold plated MMCX Connector has a lock-snap mechanism 
 allowing 360-degree rotation for comfortable fit.

SE215 Sound Isolating™ Earphones
Available in clear or translucent black colour options – for professional monitoring and personal listening. 
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SE215 Specifications

Speaker Type: Single Dynamic MicroDriver 
Sensitivity (1 kHz): 107 dB SPL/mW 
Impedance: (1 kHz): 20 Ω 
Noise Attenuation: Up to 37 dB
Frequency Range: 22 Hz – 17.5 kHz 
Input Connector: Gold-plated 3.5 mm stereo plug 
Cable: 162 cm, detachable with wireform fit


